


Informazioni Tecniche
Technical information

RACCORDI FILETTATI
THREADED FITTINGS 
Corpo: polipropilene nero (PP)
Anello di rinforzo: acciaio inox “AISI 430”

Body: black polypropylene (PP)
Reinforcing ring: stainless steel “AISI 430”

MATERIALI

PN 10 ad esclusione del ø4” Filettato femmina (PN6)

(Massima pressione d’esercizio alla temperatura di 20° C.)

PRESSIONE

Pezzi speciali idonei al convogliamento di acqua potabile, vino, bevande 
e fluidi alimentari secondo le leggi e le prescrizioni valide in Italia ed in 
altri paesi.
Conformi a quanto richiesto dal DM n. 174 del 6 aprile 2004      
n. 174

Special pieces suitable for the conveyance of drinking water, wine, 
drinks and alimentary fluids according to the applicable regulations in 
Italy and  other countries.
In conformity with the Health Department  DM n. 174 of  4 april 2004 

(salute) 

PRESCRIZIONI
SANITARIE

I raccordi filettati sono conformi alla norma UNI EN 10226/1

The threaded fittings are in conformity with the standard UNI EN 10226/1

DIMENSIONI E 
CARATTERISTICHE

DIMENSIONS AND 
CHARACTERISTICS

MATERIALS

PN 10 except  Female threads ø4” (PN6)

(Maximum working pressure at the temperature of 20° C.)

PRESSURE

SANITARY
REGULATIONS
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